
FEATURES

ACCESSORIES and SPARE PARTS

MODEL

STANDARDS

ASTM D 1422 Method for Twist in Single Spun Yarns by the Untwist - Retwist Method

ASTM D 1423 Standard Test Method for Twist in Yarns by Direct Counting

BS 2085 Method of Test for Determination of Twist in Yarns, Direct Counting Method

DIN 53832/1 Testing of Textiles; Determination of the Twist of Single and Plied Yarns and of the Change of 
Length Untwist Method

EN ISO 2061 Textiles, Determination of Twist in yarns, Direct Counting Method

IWTO 25-70 Determination of the Twist of Wool Worsted Yarns

LH 702 Manual Twist Tester

Dimension 105 x 24 x 24cm
(41 x 9.4 x 9.4 inches)

Weight 14kg (30.8lb)

MANUAL TWIST TESTER
LH-702

• Manually driven twist tester for single and plied yarns

• Clamp Distance variable from 1 to 50cm (0.5 to 20in)

• Elongation Indicator up to 100mm with accuracy of 1mm

• Equipped with 5 digit, two mechanical twist counters
for “S” twist and “Z” twist

• Includes a case of weights (1, 2, 3, 5, 10, 15, 30g) up
to 60 grams for yarn pre-tension

• 50, 100 or 150g additional pre-tension weights

• Magnification Lens 3X

*All specifications are subject to change.
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